DERICE £ JHE BMARION COUNTY SURYEYOR

SECTION RECORD CORNER

SEETHN - 5 IRWNSHIP - 17  paNGE 5
DATE: —10-08-08

PARTY CHIEF: —Wilcoxen

CREW:
TYPE OF MARKER: _Harrisaon

METHOD OF ESTABLISHMENT: Lounty. 5. 75 (5

IN. S.P.C. E ZONE NAD 83
NAME: 17033207

N: 512983.2600(m)
E: 52480.8930(m)

Rodebaugh 3600 W

/{/%9?€?9P9h 3600 W

We 6ond SEeet: - - .

N
N -

utility
>|< bldg.

Original post set 1820 by Wm. B. Laughlin with witness: 13" sugar maple S 61 W
6 links; 13" sugar maple S 85 E 27 links per Marion County Atlas pg. 8.

Hosbrook 9-18&19-1854 called stone. Pike Township Legal Survey Book pg. 38.

8-24-56 called pipe over stone.

9-29-61 called railroad spike. 7-25-88

excavated settel box found 4" down, no brass plugs found. Harrison set 7-25-88
Re—tied 4-24-99 by Wilcoxen. Re-tied 5-23-05 by Wilcoxen. Re-set
Harrison due to resurfacing 10-08-08 by Wilcoxen. Bridgework on W. 62nd

& Rodebaugh. No other points were found. Re-set by GPS coordinates & ties.
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1108357207
REF. DISTANCE DESCRIPTION
L 11558/l Maq nail W PwP#17-299 A
2. 65.08' Mag nail in wooden guard rail post
3. 37 Face of corner fence post
4 109.71° Face of corner fence post

n
2. Gh

50 851 Mag nail NE light pole #33-299A




